Product Data Sheet

«« PROPRIETARY INFORMATION OF OPTICAL CABLE CORPORATION »»»
DETAIL DRAWING
4-CHANNEL
UNIVERSAL FIBRE OPTIC BREAKOUT CABLE
OPTICAL CABLE CORPORATION P/N:

UNIVERSAL

7.0 2+0 (

(All dimensions in mm, drawing not to scale)

Fiber Type

Core Diameter

Cladding Diameter

Primary Coating Diameter (uv cured acrylate)
Secondary Buffer Diameter

Numerical Aperture

Proof Test Level

Wavelength
Gigabit Ethernet Distance

Maximum Attenuation
Minimum Laser Bandwidth
Minimum LED Bandwidth

Cable Diameter
Cable Weight

INSTALLATION:
MAX. TENSILE LOAD
MIN. BEND RADIUS

OPERATING:
MAX. TENSILE LOAD
MIN. BEND RADIUS

IMPACT RESISTANCE
CRUSH RESISTANCE

OPERATING TEMPERATURE

STORAGE TEMPERATURE
INSTALLATION TEMPERATURE

TIETOSAHKD 0Y

www.tietosahko.fi

Central Filler/
Strength Member

Fillers

Ripcord

Tight Buffered
Optical Fiber

Aramid Yarn
Strength Member

Subcable Jacket

Core-Locked™
Indoor/QOutdoor
Flame-Retardant,
LSZH-NC Jacket

Multimode
62.5 um
125 um
245 um
900 um
0.275

100 kpsi

850 nm

300 m

3.5 dB/km
220 MHz-km
200 MHz-km

1310 nm
600 m

1.5 dB/km
500 MHz-km
500 MHz-km

7.0 mm (0.28 in)
50 kg/km (0.34 in)

1,600 N (360 Ibs)
10.5 cm (4.1 in)

400 N (90 Ibs)
7.0cm (2.8 in)

1500 impacts
2200 N/cm

-40°C to +85°C
-55°C to +85°C
-10°C to +60°C (actual temperature of cable)



