Optical Cable Dublex - Heavy Duty
BX0209HD BX0262HD

Product Data Sheet TecniKabel

CABLE COSTRUCTION

-OPTICAL CORE
' ® Primary coating :  Silicon, External & 0,4mm
® Secondary coating : Coloured polyamide “Tight”, External & 850150 um
® Protection : Single layer of Aramidic yarns 1610 dTex
® Sub-unit sheath : LSZH fire retardant material numbered 1-2
Nominal & 2,0+0,1mm
- OPTICAL CABLE
' ® Assembling: - 2 sub-units assembled
e Outer sheath: LSZH fire retardant material
Nominal thickness 0,9mm
Nominal & 5,8 mm

PHYSICAL CHARACTERISTICS

| ¢ Nominal weight : 30,0 kg/km |
| ® Min. Bending Radius : | 12 x cable outer diameter |
| ® Storage Temperature : | -20°C + +60°C |
| ® Operating Temperature : | -20°C ++60°C |
| ® Installation Temperature : I 0°C++50°C |

MECHANICAL CHARACTERISTICS

® Tensile performance : 480N .
Fibers elongation < 0.33% Ao reversible IEC 60794-1-2-E1
e Crush: 500 N /100mm [ Aa reversible [ IEC60794-1-2-E3 |
® |mpact: . Ad reversibile
5J,3 t . -1-2-
impacts No fibre breakage IEC 60794-1-2-E4
le Kink : | Loop : 20 x outer & | No kink | IEC60794-1-2-E1 |

FIRE PERFORMANCES

| e Flame retardant : | IEC 60332-1 |
| e Low smoke opacity : | IEC 61034 1/2 |
| e Halogen free : | IEC 60754-1 |
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