Cat6 Cable/Flat
Larnet

Data Sheet
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10121200,5FL RJ45-valikaapeli UTP, Caté, 0,5 m 0 (1) XX : Jacket Color
C 10121201FL  RJ45-valikaapeli UTP, Caté, T m 01=Black(RAL9011), 02=Gray(RAL7035), 03=Red(RAL3031) C
10121201,5FL  RJ45-valikaapeli UTP, Caté, 1,5m 05=White(RAL9010), 06=Yellow(RAL1021), 07=Blue(RAL5015)
10121202FL  RJ45-vélikaapeli UTP, Caté, 2m 08=Green(RAL6029), 09=0range(RAL2003),10=Purple(RAL4005)
10121203FL  RJ45-valikaapeli UTP, Caté, 3m 11=Pink(RAL4003)
10121205FL  RJ45-valikaapeli UTP, Caté, 5 m (2) X : Wiring
1=T568A, 2=T568B, 3=T568A & T568B combination
— (3) XXX : Length
Spec{ficgtion (4) Length Unit : 1=cm, 2=meter, 3=feet.
(3)(4) : 0501=0.5meter(50cm), 0012=1meter, 0102=10meter
0033=3feet, 0103=10feet
1. RJ45 Plug : (P/N PY8850)
1—1. Housing : Polycarbonate, UL 94V-2, Transparent color. . .
D 1-2. Contact material : Phosphor Bronze with 50—-60 micro—inch Nickel plated. D
1=3. Contact finished : Min. 50 micro—inch Gold plated. TIETosAHKo 0¥\
2. Narrow PVC Molded. vuodesta 1985 —
3. Cable : UTP Unshielded Flat and Twisted, S
4 pair Stranded wire UL material approved. i
30 AWG conductor and PVC jacket. www.tietosahko.fi
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